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As shown in the image,
the control stick must
be attached perpendicu-
larly to the floor. Attach
firmly in order to make
the crossbars horizon-
tal. The next page
explains how to attach
the tips of the crossbars
to the linkage rod.

Parts configuration after assembly.

SWS:Design -Concept

FRERNE He 219 &R X, @ — VIR 60068 D &
2T, €y F B R 2 iR IOT ) X8 TR 5.
The control stick is almost identical to the He 219’s
counterpart. When rolling, only the extremity gets
inclined while the pitch makes the whole control
stick move back and forth.
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Zoom view. Do not
damage the parts when
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Emergency evacuation
lever that activates the

ejection seat. By this
design it may seem just
the same mood as the He
219’s ones. Needless to
say, before operating with
this lever, the rear propel-
ler must be dismissed
\from the canopy.

cutting from the runner.
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Cut the parts you
don’t need.
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Name of the parts implemented in the actual aircraft.
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Console Seat Ejection Lever
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Fuel Cock, Throttle Lever
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Attach parts H-37 and H-39 first.
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Name of the parts implemented in the actual aircraft.
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Ejection Seat
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Parachute
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The parachute is placed on the upper part of
the ejection seat. Since it is ejected together
with the seat in the open air, the parachute
to stabilize the posture is stowed in a metal
box with a cloth-cap on the upper side, open-

able in the four directions behind the back
of the headrest.
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Attach 1, 2, and 3 in order. <
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Do not attach part H-36 in case
you want to seat the pilot figure
after partin the cockpit.
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Zoom view. Do not damage the parts

when cutting from the runner.
——SWS$-Design-Concept———
SpFEE PR S 0 5 NS R U 7 22 AU
THEBTZ) Yy —THINTS,
—FZDLDRF AL FL LI
o T LA S BE T % BT, S
A0y MEy—FEiICRE TN —
it 2 s,
The ejection seat is expelled by
an air-pressure operating cylin-
der equipped on the back. The
seat itself is installed from
above along with the guide rail.
When it’s time to eject, the pilot
places his feet on the bar

\ coming out in front of the seat. )
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Parts configuration after assembly.
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Ejection Seat and Linkage Rod
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Please place the
ejection seat on the
dedicated rails.
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The linkage rod transmit
the input received from
the control stick and the
rudder pedals to each
rotor blade.
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Linkage Rod
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Parts configuration
after assembly.
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Paint Number
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Light Grey Green

Grey Green Black
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Gold Yellow Red
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Medium Grey

Silver (Metallic)




