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Cockpit and Front Engine

Cementing position
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Parts configuration after assembly.
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Insert the gun barrel of the MK
103 M cannon in the back of the

front engine. 5 4 E |
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How to cement
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Stand the cockpit upward and insert the front engine as shown in
the picture, then use an extra thin cement to fix the parts and
keep this position for a while.
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The cement soaks and hardens in the interstices, be careful to fix
well the joining parts.
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Once you are sure the parts are well cemented, put it horizontally

and leave it as it is for some hours until cement dries up completely. | =, |

Extra thin
cement
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“closed”; choose what you prefer. Radiator Shroud

Cowl Flaps Cowl Flaps Actuators
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Cowl Flaps (Open)
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On page 31 (left side)
Assemble “Open” cowl flaps.
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Cowl Flaps (Closed)
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On page 31 (right side)
Assemble “Closed” cowl flaps:

“Open” Cowl Flaps’ Parts

“Closed” Cowl Flaps’ Parts
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Cut the parts you don’t need.
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Assemble first.
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How to assemble the cowl flaps’ opening rod “open”
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Cowl Flaps (Closed)
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How to assemble the cowl flaps’ opening rod “closed”
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Attach parts G-16 and G-14
first. Insert the tips of the
Barts in the holes indicated
yred arrows, and then
attach the central protuber-
ances to the areas P Ny
indicated by black arrows. oy > ¢ HEI—Y
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Insert part G-10 but do not cement;
insert the tips of the part in the holes
indicated by red arrows and match
the shape of the area shown by the
black arrow.
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When you attach,
be careful to the
.\ orientationof
. %\ the parts.
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Then, attach parts

G-18 and G-17. Fnscrt AR g
the tips first as above,Z0om View
but make sure you

match the shape as in

the zoom view, before
attaching.
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As above, attach part G-19

after attaching G-15 and G-13.

Pay attention to the orienta-
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attaching both tips, adjust the LI 2% 07 S
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Then, attach parts G-6 and G-8.
Insert the tips first as above, but
make sure you match the shape of
part G-10 as in the

zoom view before

attaching. At that

stage, fix part G-10.

orientation of the parts.
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After that, attach parts
G-4 and G-5 the same
way, securing the tips
as in the zoom view.
Lately, attach parts G-7
and G-9 the same way.
Insert ()n}iy the tips that

g0 upwar ‘
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These notch
parts side up.
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These notch K;%

parts side up. /\—
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This part goes through. If it does

not go through, open a hole from PG L
the back side. . ~ Do Not Cement
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This part goes through. If it

does not go through, open a

hole from the back side.
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Do Not Cement
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Parts configuration
after assembly.
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Left Side View
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Parts configuration
after assembly.
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Left Side View
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Paint Number Light Grey Green silver (Metallic)




